
Wetrok Speedclean
Floor Stripping in record time



FLOOR STRIPPING 
up to now

FLOOR STRIPPING 
with the Speedclean

ADVANTAGES 

of Speedclean

Method
  

Floor stripping is performed 
using a scrubber-drier...

Personnel required
   

by one person...

Time required
resulting in 75% less cleaning 
time required.

pH value
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The cleaning solution is  
pH neutral...

Neutralisation at least 2-3 times once
that is why only one final rinse 
is needed.

Water consumption
     

   

This results in a reduced 
water consumption of  
at least 25%...

Tread safety
and makes the workspace 
non-slip.

Non-hazardous
    

–
No risk of acid burns. Can be 
poured away into drains.

Wetrok Speedclean – Non-Hazardous Floor Stripping: Fast and Easy!

A quantum leap in floor stripping: Wetrok Speedclean is the first non-hazardous floor stripper. 

It was developed specifically for the time-consuming removal of protective films/coatings on floors using  
scrubber-driers instead of single-disk machines – in record time by just one person. 

As Wetrok Speedclean is entirely pH neutral, only one final rinse is needed. The cleaning solution is non-slip and 
won't stick to the pads. There is no need to reverse or exchange the floor pads during the work routine.
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1 × 10 l container: Item No. 11.050
3 × 5 l container: Item No. 11.057

Floor stripping 
3 - 5 l / 10 l

Wetrok AG  Steinackerstrasse 62, CH-8302 Kloten 
Tel. +41 43 255 51 51, Fax +41 43 255 53 79, www.wetrok.com

Wetrok Austria GmbH  Kolpingstrasse 18, A-1230 Wien
Tel. 0800 20 48 68, Fax 0800 20 48 78, www.wetrok.com

Wetrok GmbH  Maybachstrasse 35, D-51381 Leverkusen
Tel. +49 2171 398-0, Fax +49 2171 398-100, www.wetrok.com

Wetrok Polska S.A.  ul. Ła̧czyny 4, PL-02-820 Warszawa
Tel. +48 22 331 20 50, Fax +48 22 331 20 60, www.wetrok.pl

Wetrok AB  Bergkällavägen 32, SE-192 79 Sollentuna
Tel. +46 8 444 34 00, Fax +46 8 444 34 01, www.wetrok.com


